
 

 Material Safety Data Sheet 
POLYKLEAR PVC FOAM BOARD 

1. Product Info 

PVC Foam Board 

Applica�on: core material in sandwich structure 

 

2. Component/ Ingredient Info 

PVC foam is closed-cell, cross-linked foam. Foaming Agent: CO2 

Other Components: Foaming agent residue, organic pigment, stabilizer 

 

3. Hazard Identi�cation 

It is used as directed; it will not contain any substances that endanger public health and the environment.

In the process of sawing, milling, grinding, grinding will produce dust. Irrita�ng fumes may be generated 
during thermoforming. 

 

4. First Aid Measures  

Inhala�on of process dust: move vic�m to fresh air; medical treatment if irrita�on persists. 

Inhala�on if gas in fire: move vic�m to fresh air and medicate Skin contact: wash with water 

Eye contact: rinse with water if irrita�on develops 

Inges�on: no special measures required; see medica�on if symptoms worsen. 

 



 

5. Fire control measures 

Appropriate fire equipment: foam or carbon dioxide ex�nguishers Non-serviceable fire equipment: direct 
water spray 

Hazards from combus�on: hydrogen chloride (HCl) and hydrogen cyanide (HCN) 

Use independent circula�ng air for respiratory protec�on. 

 

6. Accidental leakage measures 

No special measures are required. 

7. Management and storage 

Management: no special measures are required 

Storage: keep away from direct and dangerous sources of fire. Sta�c electricity can be dangerous when 
stored in a dry environment.  

8. Exposure control/personal protection 

Exposure limit: not applicable 

Exposure control: gloves, eye masks and dust masks are recommended as well as dust removal equipment. 
Con�nuous fresh air, respiratory protec�on is recommended in thermoforming process. 

 

9. Physical and Chemical Properties 

Physical Form: polymer foam sheet with visible foam holes Color: varies according to density 

Glass transi�on temperature: 65-80 °C ISO 537 Decomposi�on Temperature: >220 °C 

Flash Temperature: 380 °C ASTM D 1929 Density: 30-350Kg/m3 

Solubility: 

Insoluble in: water, sea water, acid, alkali, open-chain hydrocarbon Soluble in: aroma�c hydrocarbon, 
ketone, chlorinated hydrocarbon 

 

 



 

10. Stability and Reactivity 

General informa�on: stable under normal condi�ons Condi�ons to be avoided: high temperature (>180 °C) 
Materials to avoid: none 

Dangerous breakdown products: Hydrogen Chloride (HCl) 

Trace Amount of Hydrogen Cyanide (HCN) Carbon Monoxide (CO) 

Carbon Dioxide (CO2) 

 

11. Toxicity Information Toxicity Test: no data Human Experience:  

Skin Contact: does not contain any substances known to cause irrita�on. Polished dust may cause 
discomfort to people with sensi�ve skin. Eye contact: dust may cause irrita�on 

Inhala�on: dust may cause respiratory irrita�on Inges�on: no known symptoms. 

 

12. Ecological Information 

Eco toxicity: total heavy metal content <100mg/Kg (ppm) 

Fluidity: insoluble in water, so effects on ground water are unlikely Reten�on and Degradability: non-
biodegradable 

 

13. Discard 

The incinera�on exhaust should be treated by the waste gas treatment facility in accordance with the local 
law. 

 

14. Transportation 

RAIL RID No limit 

ADR 

Air UN No Limit 

ICAO-TI/IATA-DGR No limit  



 

No limit 

 

15. Rules 

Does not exceed to be labeled with hazardous substances, complies with instruc�ons 
67/548/EWG&1999/45/EG. 

 

16. Other Information 

This file is a security data table. 

The informa�on is given in this sheet is accurate, but no warranty is given. It is mainly based on current 
knowledge and experience. It is for safety requirements and does not provide informa�on on the quality. 

 

 

 

 

 

 

 

 

 

 

 

 

The data and information contained in this Safety Data Sheet is provided to the best of our knowledge and 
ability on existing hazards, properties and handling of this product as recommended. It is recommended that 
the user tests the product according to its purpose. The user is responsible for the proper, safe and lawful use 
of this product. The information contained in this MSDS is subject to change without further notice. © 20 



 

 
  

TECHNICAL DATA SHEET 
POLYKLEAR PVC FOAM BOARD 

 
A. DESCRIPTION 
 

Polyklear PVC Foam Board or Poly Vinyl Chloride foam board is used instead of wood. 
The material has fine stability, high intensity, and anti-corrosive. The PVC foam boards are 
used for various instants. They are most commonly used in traffic signs, wall paneling, 
office furniture, kitchen and bathroom cabinets, telephone booths, rare and side steps in 
vehicles, ceiling boards, etc. The uses of these boards are aplenty and widely preferred due 
its advantages and less weight. 

 
 
B. APPLICATIONS 
 

1. Advertisement industry, billboards, displays, exhibition stands. 
Screen printing, laser engraving  

2. Furniture: Office furniture, kitchen and bathroom cabinet, sanitary wares, Closet, 
door, window and so on. 

3. Architectural Decoration: Indoor and Outdoor Decorative Board, Noise Barriers 
Partition Board, Roof Insulating Board, Fire-retardant Kitchenware and bathroom 
Facilities, Commercial Decorative Shelf, Clean Room Damp Proof. 

4. Transportation: upholstery for steamship, bus, train, ceiling, anti-vibration of 
container and moisture proof, insulation lining. 

5. Other industry: moisture protection, corrosion protection, environment protection, 
environmental protection engineering. Cold project, Building Template, Sport 
Equipment, Breeding materials, Seashore damp-proof Installation, Waterproof 
materials, Art materials. 

 
C. FEATURES 
 

1. Moisture proof, waterproof, shock absorption and mothproof 
2. Fire retardant and self-extinguishing, Heat preservation 
3. Sound insulated 
4. Insulation 
5. Perfect chemical corrosion resistance, good resistance to UV & weathering Non-toxic 
6. Non-deformation 
7. Non-formaldehyde emission 
8. Stable color retention 
9. Surface is very smoothing, rigid and not easy to scratch. 

Uniform fine & close cell structure 
10. Same processing as timber, but processing performance is much better than wood 
11. Light weight, easy and convenient to storage, transportation and use 

 
 

 



 

 
 

12. It is machinable could be drilled, sawed, nailed, turned, glued, bended, printed, oiled, 
etc.  

13. Smooth surface and suitable for silkscreen printing, laser engraving (must clean the su
rface before printing) 

 
D. TECHNICAL DATA 

 

 
 
 
 
 
 
 
SEA Olympus Marketing Inc. reserves the right to change the information given herein 
without prior notice. The company within the scope of knowledge, the file information 
accurate reliable, however, due to the actual use is not in my company's products are 
manageable, users have the responsibility to judge for themselves in the specific application 
of all risk we do not promise, the result of the use and is not liable for relevant 
recommendations and Suggestions are recommended in this article content using all the 
information, not be construed to suggest infringement of any patent or applicable laws 
provide sample does not contain any warnings, meaning and implication. ©20 


